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SUMMARY 
This Working Paper discusses a proposed revision to the Test Procedure for 
verifying when received messages are Applicable Messages.  The existing test 
procedure in DO-282 requires the use of an external report interface, which is 
inconsistent with other requirements in the document.  A minor editorial correction 
to §2.4.10.2 is also included. 
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Introduction 
The Measurement Procedure for §2.4.10.3 (Verification of Applicable Messages) states, for 
equipment for which all Successful Messages are Applicable Messages (i.e. the equipment does 
not perform target filtering), that the means used to verify Report Assembly must be the 
equipment external report interface (emphasis added). 
 
This test procedure conflicts with several statements in the body of DO-282 (for example, see the 
Notes to §2.2.10), which state that Application Interfaces are not within the scope of the 
document. 
 
Therefore, the following changes to the test procedure are proposed to resolve this inconsistency. 
 
Editorial change to §2.4.10.2: 

In Measurement Procedures, second sentence, the word "be" is missing.   
The text "can reviewed" should be "can be reviewed". 

 
Proposed revised text for §2.4.10.3, Measurement Procedures: 
 
This text is based on §2.4.10.2, with "Report Assembly" substituted for "Message Reception". 
The following text replaces the first paragraph.  The existing second paragraph remains. 
 

The equipment under test must provide a means to confirm the Report Assembly for each 
Applicable Message.  For equipment that complies with §2.2.10.3.a.1, the "Equipment 
Required" and "Measurement Procedure" given in §2.4.10.2 is appropriate.  The method 
of verifying Report Assembly for Successful Message Reception could include delivery 
of each message to the equipment's external report interface, an internal data recording 
which can be reviewed post-test to verify equipment performance, or other appropriate 
means. 

 
Revised text for Step 3: 

Step 3: Verify All Applicable Messages 
 

Using an appropriate means (as discussed above), verify that the equipment under test 
assembles a report for all messages that meet the range criteria. 

 
Revised text for Step 6: 

Step 6: Verify All Applicable Messages 
 

Using an appropriate means (as discussed above), verify that the equipment under test 
assembles a report for the number of targets and Ground Stations shown in Table 2-67 
and Table 2-68, which are most proximate to the position reference given to the 
equipment under test in Step 1. 

 
 

<end> 


